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Emsafe 3,4 l. ø197

Product information

Information
Emsafe meets the highest demands on impenetrability, product safety and functionality. The pail and lid is thoroughly engineered and 
provided with detailed surface finish. A patented seal that makes it very easy to open simultaneously provides tamper evidence 
functionality. The packaging is advantageous for contents such as edible products and high-density chemicals e.g., paint and putty.

Pail
Name Diameter mm. Height mm. Weight g. Volume (brimful) l. Handle (iron) g Handle (plastic) g. Decoration Unit/layer (pallet) 
Emsafe 3,4 l. ø197 197 156 111 3,6 21,5 5 Offset/IML 24

Lid
Variant Diameter mm. Weight g. Height (mounted) mm.     Stack height (mounted) mm.  Volume under lid l.   Decoration
Emsafe ø197 ES 194 27 157 149 3,5 Offset/IML
Emsafe ø197 ESM 194 29 162 158 3,6  
Emsafe ø197 ESS 194 32 157 148 3,4 IML

Delivery packaging
Delivery packaging Quantity Del. height mm.
Pail on pallet (1200x800) 1056 1210

Lid (ES) in container on pallet (1200x800) 2592 595

Lid (ESS) in container on pallet (1200x800) 2736 730

Lid (ESM) in container on pallet (1200x800) 2592 645
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